MSFT-0219/147298.1 



-35 



PATENT 



CLAIMS 



WHAT IS CLAIMED IS: 
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A 1/ A method of managing a plurality of data storage media, each of said 
5 medi^oeing aesignatable as being in a writeable state or j( non-writeable state, said 
method comprising: 

designating a quantity of said plurality of media as being in the 
writeable state, said quantity being equal to a concurrency value; 

determining that none of t£e media designated in the writeable 
10 state has sufficient space to store specified daUy 

designating an additional one of said plurality of media as being 
in the writeable state whereby the aggregate number of media in the writeable state 
exceeds said concurrency value; and 

writing said sp^6ified data to the additional medium. 

15 

2. The method of /laim 1, wherein said determining act comprises: 

retrieving, from a database, a record corresponding to each 
medium in the writeable sta^e, said database storing a record corresponding to each of 
said media that is in either the writeable state or the non-writeable state, each of said 
20 records indicating for earch medium that is in the writeable state the amount of space 
available for writing oil said medium; and 

comparing the amount of free space indicated by each record with 
the size of said spedified data. 



25 y3. The method of claim 2, wherein said plurality of media includes one 

or more norf-designated media that are not in either the writeable state or the non- 
writeable /tate, and wherein said database does not contain entries for said non- 
designated media. 
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4. The method of claim 1, wherein said plurality of medid are mountable 
on one or more drives, said drives being associated with a device, safcl device having a 
library which stores media and a robotic mechanism which mount/ media stored in said 
library on said drives, and wherein said determining act comprises: 

determining that none of said plurality/of media in the writeable 
state located within said device has sufficient space to store/said specified data; and 

determining that none of said plurality of media located outside of 
said drive is in the writeable state. 

5. The method of claim 1, whereu/said plurality of media are mountable 
on one or more drives, said drives being associated with a device, said device having a 
library which stores media and a robotic mechanism which mounts media stored in said 
library on said drives, and wherein said cMermining act comprises: 

determining that iione of said plurality of media in the writeable 
state located within said device has sufficient space to store said specified data; 

identifying w first medium located outside of said device, the 
identified medium being in the writeable state; 

determining that an amount of time has passed without the 
identified medium having been placed in said device; 

re-epluating said plurality of media; and 

determining, based on the re-evaluation, that none of said 
plurality of media intjie writeable state has sufficient space to store said specified data. 

6. ^The method of claim 1, wherein said plurality of media comprise 
double-sided media, each side of the double-sided media being separately designatable 
as being in a/writeable state or a non- writeable state, and wherein said determining act 
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determining that no side of said plurality of m^iia is in the 
writeable state and has sufficient space to store said specified data; 
and wherein said designating act comprises: 

identifying one of said double-sided medkf having a first side in 
the non-writeable state and having a second side whose stat^has not been designated; 
and 

designating said second side as beufg in the writeable state. 

7. The method of claim 1, wherein said concurrency value is equal to a 
number of drives that are available for the migration of data. 

8. The method of claim 1, ywherein said specified data comprises a 
plurality of data objects, and wherein sakl method further comprises persisting in a 
memory the locations on which each of said data objects is stored. 

9. The method of cla^hi 8, wherein each of said data objects is a file 
stored in a file system, and whereii/said persisting act comprises: 

setting a re^parse point in said file system for each of the files; and 
storing tfie location of each migrated file in the reparse point 
corresponding to the migrated file. 



10. The method of claim 1, further comprising: 

identifying one or more data objects to be stored on said media. 



11. Ik computer-readable medium having computer-executable 
instructions to perform the method of claim 1 . 



# 



MSFT-0219/147298.1 - 38 - PATENT 

ZA method of using a plurality of media for a data migration system, 
i being designatable as being in a writeable state or a p<m-writeable 
state, said method comprising: 

receiving a request to migrate a quantity of dataf; 
identifying, from among said plurality of riiedia, a set of media 
that are in the writeable state and that have sufficient space/o store said quantity of 
data; 

determining that each of the me^ in said set is in use for the 
reading or writing of data; 

determining that the numbe/ of said plurality of media in the 
writeable state is greater than or equal to a first number; 

waiting for a medium from said set to become available; and 

writing said data to the available medium. 

13. The method of claim 12, wherein said first number is equal to a 
number of drives associated with said system that are available for the migration of 
data, the number of drives available for migration being less than or equal to the total 
number of drives associated wim the system. 

14. The metiwd of claim 12, wherein said data comprises a plurality of 
data objects, and wherem said method further comprises persisting in a memory the 
locations to which eaciyof said data objects has been migrated. 

15. /The method of claim 14, wherein said location comprises an 
identifier which/identifies said medium and an offset from a specified location on said 
mediur*L 
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16. The method of claim 14, wherein each of said data objects/fs a file 
stored in a file system, and wherein said persisting act comprises: 

setting a reparse point in said file system for each jff the migrated 

files; and 

storing the location of each migrated fileyln the reparse point 
corresponding to the migrated file. 

17. The method of claim 12, wherein said/fata migration system includes 
a device having one or more drives which read and/write said plurality of media, a 
library for the storage of media, and a robotic meenanism which mounts media stored 
in said library on said drives, said method further comprising: 

determining that none o/the media located in said library is in the 

writeable state. 

18. The method of clainfi 12, wherein said data migration system includes 
a device having one or more drivids which read and write said plurality of media, a 
library for the storage of media/and a robotic mechanism which mounts media stored 
in said library on said drives,^aid method further comprising: 

determining that none of said plurality of media located outside of 
said device is in the writeable state. 

19. A computer-readable medium having computer-executable 
instructions to perform the method of claim 12. 



20. A method of using a plurality of double-sided media for a data 
migration Ay stem, each side of said media being designatable as being in a writeable 
state otJl non- writeable state, said method comprising: 

receiving a request to migrate a quantity of data; 
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identifying, from among said plurality of media, a^torst set of 
media having a side in the writeable state and whose side in the writeable state has 
sufficient space to store said quantity of data; 

determining that each of said media in said ^frst set is in use for 
the reading or writing of data; 

identifying a first one of said pluralitv/bf media which is not in 
use for the reading or writing of data, and which has a first side that is in the non- 
writeable state and a second side whose state is not designated; 

designating said second side o0aid first medium as being in the 

writeable state; and 

writing said data to said second side of said first medium. 

21. The method of claim 20,yfurther comprising: 

determining that th/aggregate number of sides of said plurality of 
media that are in the writeable state is less than a first number; 

22. The method oy claim 21, wherein said first number is equal to a 
number of drives associated with said system that are available for the migration of 
data. 



23. The method of claim 20, wherein said data migration system includes 
a device having one or more drives which read and write said plurality of media, a 
library for the storage of media, and a robotic mechanism which mounts media stored 
in said library on ^aid drives, said method further comprising: 

identifying, from among said plurality of media, a second set of 
media having/a side in the writeable state and whose side in the writeable state has 
sufficient space to store said quantity of data, said second set being different from said 
first set; ^nd 
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determining that each of said media in said second set is not 

located in said device. 

24. A computer-readable medium having / computer-executable 
5 instructions to perform the method of claim 20. 

20. A method of storing a quantity of data oh one of a plurality of media, 
each of said media being designatable as being in a wjiteable state or a non-writeable 
state, said method comprising: 
10 determining that the numbei/of said media in a writeable state is 

greater than or equal to a first number; 

determining whether ai$ of said media in a writeable state have 
sufficient space to store said data; 

if any of said medid in a writeable state have sufficient space to 
15 store said data, writing said data to a msi of said media in the writeable state; and 

if none of saicj/media in said writeable state have sufficient space 

to store said data: 

idditifying a second medium, said second medium not 
being designated as being in either the writeable state or the non-writeable state; 
20 / designating said second medium as being in the writeable 

state; and 

writing said data to said second medium. 



26. Tfit method of claim 25, further comprising: 
25 / determining that said first medium is presently in use for the 

reading and wri^ng of data; and 

waiting for said first medium to become available prior to writing 
said data to s&id first medium. 
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27. The method of claim 26, wherein said media are mountajafe on one 
or more drives, said drives being associated with a device, said device haying a library 
which stores media and a robotic mechanism which mounts media stored in said library 
on said drives, wherein said method further comprises: 

determining that said first medium is not stc^/ed in said library; 
and wherein said waiting act comprises: 

prompting a user to insert said first medium in said device. 

28. The method of claim 26, wherein $6id first medium is presently in 
use for the reading or writing of data, and wherein sadd waiting act comprises: 

waiting for said use to complete. 

29. The method of claim 25, wherein said media comprise double-sided 
media, each side of said media being designatable as being in a writeable state or a non- 
writeable state, wherein said second medium comprises the second side of a medium 
having a first and a second side, said first side being in the non- writeable state and said 
second side not being designated as b/ing in either the writeable or non- writeable state. 

30. The method of claim 25, wherein said first number comprises a 
number of drives available for writing data onto media. 



31. A computer-readable medium having computer-executable 
instructions for performing the method of claim 25. 



'system for storing data on media comprising: 
a media management module which communicates with a 
database that sto/es attributes of a plurality of media, and which selects media for 
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writing in accordance with the attributes stored in said database, saifi media 
management module including logic which selects said media based on a jfoncurrency 
value; and 

a migration module which communicates with/6 storage device, 
said storage device including a plurality of drives which write data to said media, said 
migration module receiving an indication of a selected meefium from said media 
management module and writing data to the selected mediunj/using said storage device. 

33. The system of claim 32, further comprising: 

a selection module which communicates with a data object 
storage system and which selects data objects frog/ said data object storage system to be 
written to said media. 

34. The system of claim 32; wherein said selection module selects data 
objects based on the time said data objects were most recently accessed. 

35. The system of claim 32, further comprising: 

a persistence module which receives from said migration module 
the location at which said data js stored on said media, and which stores the location of 
said data in a memory locatioi 



36. The system of claim 35, wherein said data object storage system 
comprises a settable reparse point for each data object stored in said data object storage 
system, each of said yreparse points comprising a reparse data location, wherein said 
memory location comprises at least one of the reparse data locations. 



3/. The system of claim 32, wherein said concurrency value is equal to 
the number ofyflrives in said storage device. 
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38. The system of claim 32, wherein said plurality ofymedia comprise 
double-sided media, each side of said media being designatable a/ being in either a 
writeable state or a non-writeable state, wherein said media management module further 
comprises logic which selects a medium based which of sai^/plurality of media has a 
side in the non-writeable state. 

39. The system of claim 32, wherekf said storage device comprises a 
library which stores media and a robotic mechanism which mounts media stored in said 
library on said drives, and wherein said medi^ management module further comprises 
logic which selects a medium based on whip of said plurality of media is located in the 
library. 
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4p. A system for migrating data to media comprising: 

selection pneans for selecting data to be written to media; 
first da^a storage means for storing attributes of said media, said 
attributes including whemer each medium is allocated for writing, whether each 
medium is double-side^, and whether each medium is robotically accessible; 

second data storage means for storing concurrency information; 
media management means for choosing a medium to which to 
write the selepfed data based on said attributes and said concurrency information; and 

transferring means for transferring the selected data to the chosen 

media. 



